
PU-304-KIT

Digital Audio over CAT6 Extender Set

ThePU-304-KITisdesignedtosenddigitalaudiosignalsover150moverCAT5e/6cableinfrastructure.Thisdevice
supportsbothCoaxialandOpticalsignalsandcantransmitthesesignalsupto150m.ThePU-304-KITcanbe
poweredusingaUSBcableorthesuppliedPSUadaptorforaddedflexibilityinacompactdesign.DigitalSPDIF
signalsaresupporteduptoasamplerateof96khz,andsupportforStereoandMultichanneldigitalaudio
(LPCM,DTS,DolbyDigital,DolbyDigitalPlus),isalsoprovided.

• SupportsCoaxialorOpticaldigitalaudioSPDIFsignals.
• SupportsStereoandMultichanneldigitalaudio(LPCM,DTS,DolbyDigital,DolbyDigitalPlus).
• Supportssamplerateupto96kHz.
• Dualtransmission1xCoaxialand1xOptical
• SignalscanbeextendedoversingleCAT5e/CAT6upto150m

FEATUrES

SPECIFICATIonS
PU-304TX
Inputs

Outputs

1xRCA(1xCoaxial2ChannelLPCM/DTS
/DolbyDigital/DolbyDigitalPlus)
1xToslink(1xOptical2ChannelLPCM/
DTS/DolbyDigital/DolbyDigitalPlus)
1xRJ45(1xDigitalAudioProprietyData)

Power: 5V/1ADC(US/EUstandards,CE/FCC/UL
certified)orUSB

Dimensions: 55mm(W)x85mm(D)x22mm(H)

NetWeight: 60g

PU-304rX
Inputs
Outputs

1xRJ45(1xDigitalAudioProprietyData)
1xRCA(1xCoaxial2ChannelLPCM/DTS
/DolbyDigital/DolbyDigitalPlus)
1xToslink(1xOptical2ChannelLPCM/
DTS/DolbyDigital/DolbyDigitalPlus)

Power: 5V/1ADC(US/EUstandards,CE/FCC/UL
certified)orUSB

Dimensions: 55mm(W)x85mm(D)x22mm(H)

NetWeight: 1060g

GrossWeight: 380g

Packaging: Boxed
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