
SPECIFICATIONS

HDMI to HDMI Up & Down Scaler
Including 24fps input support 

TheSY-298H24willallowaHDMIsourcesignaltobeupordownscaledaccordingtothescreenspecifications
required.AnyHDMIsignalinputtedcanbescaledupordowntobetween480ito1080p,plusPCoutput
resolutionsofVGAorUXGA.Thisdeviceaccepts1080p24inputresolutionsenablingcontentfilmedat24frames
perseconddisplayed.Thisfeatureisparticularlyusefulwhena1080p24sourcesignalisdistributedtomultiple
displays.Ifanyscreenisnot1080p24compatible,theSY-298H24canbeusedtoscaletheinputsignaltosuitthe
supportedscreenresolution,whilstnotaffectingthesignalbeingsenttothe1080p24compatiblescreens.This
solutionisperfectforhomecinemaenthusiastswhorequirefullnativeBlu-rayresolutionsintheirhomecinema
system,whilstprovidingsignalflexibilitytootherscreensaroundthehome.

• HDMI,HDCP1.1andDVIcompliant
• UpscalevideosignalfromHDMIsourcebetween480iand1080p@50/60,including1080p24
• Supportsawiderangeofoutputresolutionsfrom480ito1080pandPCfromVGAtoSXGA
• Supportsaudiosamplingrateupto192kHz
• SupportsDolby&DTS5.1audiopass-through.
• Motionadaptive3-Ddeinterlacingalgorithm
• 3-Dnoisereductioninbothtemporalandspatialdomain
• SupportsFramerateconversion
• Adaptivecontrastenhancement
• SupportCECbypass
• OSD(OnScreenDisplay)Menuforeaseofuse

FEATURES

®

SY-298H24 New Product

Input: 1xHDMI(1xHDMIUncompressed
AVandData)

Output: 1xHDMI(1xHDMIUncompressed
AVandData)

Power: 5V/1.2ADC(US/EUstandards,
CE/FCC/ULcertified)

Dimensions: 85mm(W)x80mm(D)x25mm(H)

GrossWeight: 280g

Net.Weight: 220g

Packaging: Boxed


