
XA-HDM1

SPECIFICATIONS

HDMI Test Pattern Generator

The XA-HDM1 Professional Pattern Generator offer a combination of various timings, patterns, and colour 
spaces. It can provide up to 4095 types of video testing signals. This generator also supports three types of audio 
testing signal, built-in sine wave, external analogue audio and external digital audio. Its operation is simple yet 
comprehensive, use the remote or push buttons to select timings.

•	 v1.2 HDMI, HDCP 1.1 and DVI 1.0 Compliant
•	 Pro HDMI Test Pattern Generator
•	 Resolutions Supported: PC - VGA to WUXGA. HDTV - 480i to 1080p (please refer to the manual for a full 

detailed list)
•	 Built in 1kHz Sine wave (adjustable sampling rate) together with analogue stereo & optical inputs fro audio 

referencing
•	 Provides total 35 timings and 39 patterns
•	 RS-232 & IR Remote control
•	 On-panel LED display and LED indicators (HDCP verification LED)

FEATURES

Input: 1x 9pin Dsub (1x RS-232 Data), 1x 
Toslink (1x Optical 2 Channel LPCM), 
2x RCA (1x Analogue Stereo (L/R))

Output: 1x HDMI (1x HDMI Uncompressed AV 
and Data)

Power: 5V/2.6A DC (US/EU standards, CE/
FCC/UL certified)

Dimensions: 280mm (W) x 145mm (D) x 45mm (H)

Gross Weight: 1340g

Net. Weight: 980g

Packaging: Boxed
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