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SPECIFICATIONS

EDID/CEC Selector

The XA-S11 high performance HDMI v1.3 synchroniser allows the user to set up a firm EDID and CEC connection 
between the source and the display, eliminating the time spent on signal configuration before receiving the 
signal.

• HDMI 1.3 and DVI 1.0 compliant
• EDID/CEC Synchroniser 
• Resolutions supported: PC - VGA, SVGA, XGA, SXGA to UXGA. HDTV - 480i/p, 576i/p, 720p, 1080i/p
• HD Audio Supports: Dolby Digital TrueHD and DTS-HD + LPCM
• Embedded EDID
• Built-in CEC support with compliant CEC PHY
• Signal Enhancement feature allows you to improve signal quality after long distance transmission
• Switch & button selection for hard setting selection:
• System Reset Function
• Supports 3D signals 

FEATURES

Input: 1x HDMI (1x HDMI Uncompressed AV 
and Data)

Output: 1x HDMI (1x HDMI Uncompressed AV 
and Data)

Power: 5V/1.2A DC (US/EU standards, CE/
FCC/UL (certified)

Dimensions: 97mm (W) x 125mm (D) x 30mm (H)

Gross Weight: 630g

Net. Weight: 550g

Packaging: Boxed

READY


