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APEX
THE FIRST SPRING-ROLLER 
SCREEN WITH AUTOMATIC 
CEILING CLOSURE.
The Apex features a white closure 
panel which seals the ceiling opening 
when the screen is retracted. Trim flange 
finishes the installation, whether in a suspended or drywall ceiling. Bottom 
of case and closure are finished in ceiling white.

Your choice of a conventional viewing surface: Matt White, Glass Beaded 
or High Contrast Grey.

SYSTEM OPTIONS
• Extra Drop—Up to  overall height, either surface color or black. 

(Surface color is standard in AV format, black for all other formats.)

• Black Masking Borders—Borders are optional for Apex in AV format. 
They are standard for all other formats.

• Control Options—Aluminum operating pole is furnished in  and  

length, as required. 

DIMENSIONS & DATA—APEX
AV Format  AV Format

Size
H x W

Case 
Length

Net Wt. (lbs.)
Size

H x W
Case 

Length
Net Wt. 

(lbs.)
50 x 50 53½ 25 84 x 84 87½ 40
60 x 60 63½ 29 72 x 96 100 47
70 x 70 73½ 35 96 x 96 100 50
Nominal Image Area Overall Case Net Wt.
Diagonal H x W Size Length (lbs.)

NTSC Video Format (4:3)
6 42½ x 56½ 46½ x 59½ 63½ 29 
7 50 x 66½ 53½ x 69½ 73½ 35

100 60 x 80 64 x 83½ 87½ 40
10 69 x 92 73 x 96 100 48

HDTV Format (16:9)
6 45 x 80 57 x 83½ 87½ 29 
7 52 x 92 64 x 69 100 35

The bottom cover includes a flange to finish the ceiling opening. Add 2˝ to 
case lengths in chart for overall length including this trim.

APEX CASE DIMENSIONS/METHOD OF INSTALLATION

Apex screens installed at Unocal, Stafford, TX. Dealer: CCS Presentation 
Systems, Houston, TX. Photography: © Barry Champagne, Houston, TX.

ACCESS/SERIES M
THE SAME EASY INSTALLATION 
AS OTHER ACCESS MODELS IN A 
CONVENIENT MANUAL SCREEN.
Manual, spring-roller operated screen for 
quiet and smooth operation  in your choice 
of a conventional viewing surface: Matt White, Glass Beaded or High 
Contrast Grey.

SYSTEM OPTIONS
• EXTRA DROP—Up to 2 overall height, either surface color or black. 
• BLACK MASKING BORDERS—Borders are optional for Series 

E and Series M in AV format, standard for all others.
Dimensions, drawings and specifications available at: 
www.draperinc.com/go/AccessM.htm
U. S. Patent 6,532,109; 6,816,308, and other patents pending.

Nominal 
Diagonal

Image Area
H x W

Case 
Length

Net Wt.
(lbs.)

NTSC Video (4:3)
6 42½˝ x 56½˝ 66˝ 36
7 50˝ x 66½˝ 76˝ 43

100˝ 60˝ x 80˝ 90˝ 50
10 69˝ x 92˝ 102˝ 53
11 78˝ x 104˝ 114˝ 60
150˝ 87˝ x 116˝ 126˝ 72
15 105˝ x 140˝ 150˝ 88
200˝ 118˝ x 158˝ — —

HDTV Format (16:9)
92˝ 45˝ x 80˝ 90˝ 45
106˝ 52˝ x 92˝ 102˝ 53
119˝ 58˝ x 104˝ 114˝ 57
133˝ 65˝ x 116˝ 126˝ 72
161˝ 79˝ x 140˝ 150˝ 88
184˝ 90˝ x 160˝ — —

DIMENSIONS & DATA—ACCESS M
Size  

H x W
Case 

Length
Net Wt.

(lbs.)
AV Format 50˝ x 50˝ 56˝ 33

60˝ x 60˝ 66˝ 39
70˝ x 70˝ 76˝ 45
84˝ x 84˝ 90˝ 51
72˝ x 96˝ 102˝ 53
96˝ x 96˝ 102˝ 56
7 x 9 114˝ 57
9 x 9 114˝ 65
8 x 10 126˝ 72
10 x 10 126˝ 77
9 x 12 150˝ 88
12 x 12 150˝ 104
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