
CP-X9110/ CP-WX9210/ CP-WU9410

OPTICAL
Display Device CP-X9110: 0.7" (18mm) DLP® x 1 
 CP-WX9210: 0.65" (16mm) DLP® x 1 
 CP-WU9410: 0.67" (17mm) DLP® x 1 
Resolution CP-X9110: XGA (1024 x 768) 
 CP-WX9210: WXGA (1280 x 800) 
 CP-WU9410: WUXGA (1920 x 1200) 
Brightness CP-X9110: 10,000 Lumens 
 CP-WX9210: 8500 Lumens 
 CP-WU9410: 8500 Lumens 
Contrast ratio CP-X9110: 2000:1 
 CP-WX9210/CP-WU9410: 2500:1 
Standard Lens Lens not supplied 
Zoom Motorised 
Focus Motorised 
Lens shift Motorised (V, H) 
Lamp wattage 370W UHP 
Diagonal display size 50"~600" (1.27m~15.24 m) 
Lamp life 2000 hours (Normal Mode)/4000 hours (Eco Mode)* 

Distance to width ratio CP-X9110: 1.7~2.5 
 CP-WX9210: 1.7~2.6 
 CP-WU9410: 1.6~2.4 

COMPATIBILITY
Computer compatibility VGA, SVGA, XGA, WXGA, WXGA+, SXGA, SXGA+, WSXGA+, UXGA,  
 WUXGA (compressed), MAC16"
Composite/S-Video NTSC, PAL, SECAM, PAL-M, PAL-N, NTSC4.43
Component Video/HDMI 525i(480i), 525p(480p), 625i(576i), 1125i(1080i@50/60), 
 750p(720p@50/60), 1125p(1080p@50/60) 

FEATURES
Picture adjustments Perfect Fit, Memory function (lens shift, zoom, focus)   
Advanced features Accentualizer technology, DICOM simulation, Instant stack, 
 Mechanical shutter, Picture by Picture/Picture in Picture,  
 Status monitor, Advanced image processing, HDCR (High Dynamic 
 Contrast Range), Edge blending, Warping, iOS Connectivity, Built-in 
 dual colour wheel, HD Base T, Dual lamp 
Network AMX Device Discovery, Crestron RoomView® (not accessible through 
 the wireless adaptor) 
OSD languages 33 

CONNECTIONS
Digital input 2 x HDMI 
DVI-D input 1 x DVI-D 
HD Base T 1 x RJ-45 
Computer input 1 x 15-pin Mini D-sub, 1 x 5 BNC 
Monitor output 1 x 15-pin Mini D-sub 
Video input 1 x BNC 
Control 1 x 9-pin D-sub for RS-232C 
USB 1 x USB type A 
Wired network 1 x RJ-45 
Wireless network IEEE802.11b/g/n (optional USB wireless adaptor is required) 
Wired remote control (in/out) 1 x Stereo mini jack/1 x Stereo mini jack

POWER
Power supply 100~120V/220~240V, auto switching 
Power consumption/Standby 990W/<0.5W (AC 220~240V)

PHYSICAL
Dimensions (W x H x D) 537 x 170 x 438mm (excluding feet and extrusions) 
Weight 16.6Kg (without lens) 
Noise level 36dB (Normal Mode)/ 29dB (Eco Mode) 
Operating temperature 0~50°C, 45~50°C: operated in Eco Mode only 
Air filter   Hybrid (up to 15,000 hours)*

OPTIONAL ACCESSORIES
Lamp DT01581 
Filter UX39621 
Lenses USL-901 (ultra short throw lens) 
 SL-902 (short throw lens ) 
 SD-903X (standard lens for CP-X9110)  
 SD-903W (standard lens for CP-WX9210/CP-WU9410)  
 ML-904 (middle throw lens) 
 LL-905 (long throw lens) 
 UL-906 (ultra long throw lens) 
Mounting accessories HAS-204L (standard adapter for fixing mount) 
 HAS-304H (fixing adapter for higher ceilings) 
USB wireless adapter USB-WL-11N

WARRANTY
Projector/lamp 3 years/6 months**  

 (for education and extended warranties please contact your local dealer)

USB wireless adaptor (optional)

HITACHI DIGITAL MEDIA, Hitachi Europe Ltd, Whitebrook Park, Lower Cookham Road, 
Maidenhead, Berkshire  SL6 8YA  UNITED KINGDOM
Tel: +44 (0)1628 585 000   Fax: +44 (0)1628 585 163   www.hitachidigitalmedia.com
*The stated lamp and filter life refers to the average life expected in ideal operating conditions with usage in accordance with the manual.  
The majority of, but not all lamps and filters should achieve this figure. **Where a lamp fails within warranty and a replacement lamp is taken, 
the warranty for the replacement lamp will be a maximum of 6 months (dependent on warranty hours stated). HDMI, the HDMI logo and  
High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC. AMX and the AMX logo, and Device 
Discovery are all registered trademarks of AMX. Crestron® and RoomView™ are registered trademarks or trademark of Crestron Electronics, Inc. 
The specification above and photography is for reference only and may be subject to change.
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Screen size

Type H(m) H(” ) V(m) V(” ) Type H(m) H(” ) V(m) V(” )

Lens Spec

Screen size

Item

Type H(m) H(” ) V(m) V(” )

m inch

CP-X9110

Model

Aspect ratio
4:3

 1.4 1.7 2.0 3.0 2.8 4.2 4.1 6.2 5.9 9.5 9.4 14.9 53 66 78 116 109 164 160 245 232 376 371 588

 1.7 2.1 2.5 3.7 3.5 5.2 5.1 7.8 7.4 12.0 11.7 18.6 66 82 98 146 136 205 200 306 291 471 462 732

 2.5 3.1 3.7 5.5 5.2 7.8 7.6 11.7 11.1 18.0 17.5 27.8 99 123 147 218 205 307 301 459 439 708 688 1093

 3.3 4.1 5.0 7.4 6.9 10.4 10.2 15.5 14.9 24.0 23.2 36.9 131 163 196 291 273 410 401 612 586 945 914 1454

 5.0 6.2 7.5 11.1 10.4 15.6 15.3 23.3 22.4 36.1 34.7 55.2 196 244 293 436 410 615 603 918 881 1419 1366 2175

 6.6 8.2 9.9 14.8 13.9 20.8 20.4 31.1 29.9 48.1 46.2 73.6 260 324 391 582 547 820 804 1225 1176 1894 1818 2896

 8.3 10.3 12.4 18.5 17.4 26.0 25.5 38.9 37.4 60.1 57.7 91.9 325 405 489 727 684 1025 1006 1531 1471 2368 2270 3618

 0.8 1.0 1.2 1.8 1.7 2.5 2.5 3.8 3.6 5.9 5.7 9.1 0.8 1.0 1.2 1.8 1.7 2.5 2.5 3.8 3.6 5.9 5.7 9.1

USL-901 USL-902 SD-903X
SD-903W ML-904 LL-905 UL-906 SD-903X

SD-903W ML-904 LL-905 UL-906USL-901 SL-902

CP-WX9210

Aspect ratio
16:10

CP-WU9410

Aspect ratio
16:10

9000 series

m inch

CP-X8170

CP-X8160

Aspect ratio
4:3

 1.4 2.0 3.0 2.5 4.9 4.7 8.0 8.0 13.6 54 77 116 98 194 185 313 316 535

 1.7 2.5 3.7 3.1 6.2 5.9 10.0 10.0 16.9 67 97 145 122 242 231 392 393 667

 2.5 3.7 5.5 4.6 9.2 8.8 15.0 14.8 25.3 99 144 217 183 363 346 589 584 996

 3.4 4.9 7.4 6.2 12.3 11.7 20.0 19.7 33.6 132 192 289 244 484 461 787 775 1324

 5.0 7.3 11.0 9.3 18.4 17.6 30.0 29.4 50.3 197 288 434 366 725 692 1181 1157 1982

 6.7 9.7 14.7 12.4 24.6 23.4 40.0 39.1 67.1 262 383 578 487 967 922 1576 1539 2640

 8.3 12.2 18.3 15.5 30.7 29.3 50.0 48.8 83.8 327 478 722 609 1209 1153 1970 1921 3298

 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3

 1.4 2.1 3.1 2.6 5.2 5.0 8.4 8.5 14.4 57 82 123 104 206 196 332 334 566

 1.8 2.6 3.9 3.3 6.5 6.2 10.5 10.5 17.9 71 102 154 129 257 244 415 415 705

 2.7 3.9 5.8 4.9 9.8 9.3 15.8 15.7 26.7 105 153 230 194 385 366 624 617 1053

 3.5 5.2 7.8 6.6 13.0 12.4 21.1 20.8 35.6 140 203 306 259 513 488 833 819 1401

 5.3 7.7 11.7 9.8 19.5 18.6 31.8 31.1 53.3 209 304 459 388 769 732 1250 1224 2097

 7.0 10.3 15.5 13.1 26.0 24.8 42.4 41.3 71.0 278 405 612 517 1025 976 1668 1628 2793

 8.8 12.9 19.4 16.4 32.5 31.0 53.0 51.6 88.6 346 506 764 646 1281 1220 2085 2032 3490

 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3

 1.4 2.0 2.9 2.5 4.9 4.7 7.9 8.0 13.5 53 77 115 97 193 183 311 314 531

 1.7 2.4 3.7 3.1 6.1 5.8 9.9 9.9 16.8 66 96 144 121 241 229 389 390 662

 2.5 3.6 5.5 4.6 9.2 8.7 14.9 14.7 25.1 99 143 216 182 361 344 585 579 988

 3.3 4.8 7.3 6.2 12.2 11.6 19.8 19.5 33.4 131 191 287 242 481 458 781 769 1314

 5.0 7.2 10.9 9.2 18.3 17.4 29.8 29.2 50.0 196 285 430 363 720 686 1172 1148 1967

 6.6 9.7 14.6 12.3 24.4 23.2 39.7 38.8 66.5 260 380 573 484 960 915 1563 1527 2619

 8.3 12.1 18.2 15.4 30.5 29.1 49.6 48.4 83.1 325 475 717 605 1200 1144 1955 1906 3272

 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3 1.0 1.2 1.8 1.5 3.0 2.8 4.9 4.9 8.3

 1.4 2.0 3.1 2.6 5.1 4.9 8.3 8.3 14.1 56 80 121 101 202 192 325 328 555

 1.7 2.5 3.8 3.2 6.4 6.1 10.3 10.3 17.6 69 100 151 127 252 240 407 407 691

 2.5 3.8 5.7 4.8 9.6 9.1 15.5 15.4 26.2 103 150 225 190 377 359 612 605 1033

 3.3 5.1 7.6 6.4 12.8 12.2 20.7 20.4 34.9 137 199 300 253 503 479 816 803 1374

 5.0 7.6 11.4 9.6 19.1 18.2 31.1 30.5 52.2 204 298 450 379 754 718 1226 1200 2056

 6.6 10.1 15.2 12.8 25.5 24.3 41.5 40.5 69.6 272 397 600 506 1005 957 1635 1596 2739

 8.3 12.6 19.0 16.1 31.9 30.4 51.9 50.6 86.9 340 496 749 632 1256 1196 2044 1993 3421

 1.0 1.2 1.8 1.5 2.9 2.8 4.9 4.9 8.3 1.0 1.2 1.8 1.5 2.9 2.8 4.9 4.9 8.3

 1.7 2.4 3.7 3.1 6.2 5.9 9.9 10.0 16.9 67 96 145 122 242 231 392 392 666

 2.1 3.1 4.6 3.9 7.7 7.3 12.4 12.4 21.1 83 120 181 153 303 288 490 487 830

 3.1 4.6 6.9 5.8 11.5 11.0 18.7 18.4 31.5 124 180 271 229 454 432 736 726 1240

 4.2 6.1 9.2 7.8 15.4 14.6 25.0 24.5 41.9 164 239 361 305 605 576 982 964 1651

 6.2 9.1 13.7 11.6 23.0 21.9 37.5 36.6 62.8 246 359 541 458 907 863 1475 1441 2472

 8.3 12.1 18.3 15.5 30.7 29.2 50.0 48.7 83.6 327 478 721 610 1208 1151 1967 1918 3293

 10.4 15.2 22.9 19.4 38.4 36.5 62.5 60.8 104.5 408 597 901 762 1510 1438 2459 2395 4113

 1.0 1.5 2.2 1.9 3.8 3.6 6.1 6.0 10.3 1.0 1.5 2.2 1.9 3.8 3.6 6.1 6.0 10.3

 1.8 2.6 3.9 3.3 6.5 6.2 10.5 10.5 17.9 71 102 154 130 257 244 415 415 705

 2.2 3.2 4.9 4.1 8.1 7.8 13.2 13.1 22.3 88 127 192 162 321 305 520 516 879

 3.3 4.8 7.3 6.2 12.2 11.6 19.8 19.5 33.4 131 191 287 243 481 458 780 769 1314

 4.4 6.4 9.7 8.2 16.3 15.5 26.5 25.9 44.4 174 254 383 324 641 610 1041 1021 1749

 6.6 9.7 14.6 12.3 24.4 23.2 39.7 ]38.8 66.5 260 380 573 485 961 915 1563 1527 2619

 8.8 12.9 19.4 16.4 32.5 31.0 53.0 51.6 88.6 346 506 764 647 1281 1220 2085 2032 3490

 11.0 16.1 24.3 20.5 40.7 38.7 66.2 64.5 110.7 433 633 955 808 1601 1525 2607 2538 4360

 1.0 1.5 2.2 1.9 3.8 3.6 6.1 6.0 10.3 1.0 1.5 2.2 1.9 3.8 3.6 6.1 6.0 10.3

FL-701 SL-702 LL-704ML-703 UL-705 FL-701 SL-702 LL-704ML-703 UL-705

CP-SX8350

Aspect ratio
4:3

CP-WX8255

CP-WX8265

Aspect ratio
16:10

CP-WU8450

CP-WU8440

CP-WU8460

Aspect ratio
16:10

CP-X8150 

Aspect ratio
4:3

CP-WX8240

Aspect ratio
16:10

8000 series

Model m inch

CP-X5022WN

CP-X4022WN

Aspect ratio
4:3

 2.4 4.0 94 157

 3.0 5.0 118 197

 4.5 7.5 179 297

 6.1 10.1 239 396

 9.1 15.1 360 596

 1.5 2.5 1.5 2.5

5000 series, 4000 series

USL-801 SL-802 SL-803 SD-804 LL-805 UL-806 USL-801 SL-802 SL-803 SD-804 LL-805 UL-806

 80 1.6  64  1.2  48 

100 2.0  80  1.5  60 

150 3.0  120  2.3  90 

200 4.1  160  3.0  120 

300 6.1  240  4.6  180 

400 8.1  320  6.1  240 

500 10.2  400  7.6  300 

 1.5 1.8 2.1 3.2 3.0 4.5 4.4 6.7 6.4 10.3 10.1 16.0 57 71 84 125 117 176 172 263 250 404 399 631

 1.8 2.2 2.7 4.0 3.7 5.6 5.5 8.3 8.0 12.9 12.6 20.0 71 88 105 156 147 220 216 329 314 506 496 786

 2.7 3.3 4.0 6.0 5.6 8.4 8.2 12.5 12.0 19.3 18.8 29.8 106 132 158 234 220 330 324 493 472 761 739 1173

 3.6 4.4 5.3 7.9 7.5 11.2 11.0 16.7 16.0 25.8 24.9 39.6 141 175 210 313 294 440 432 658 631 1016 982 1561

 5.3 6.6 8.0 11.9 11.2 16.8 16.5 25.1 24.1 38.7 37.3 59.3 210 262 315 469 441 660 648 986 948 1525 1468 2336

 7.1 8.8 10.7 15.9 15.0 22.4 22.0 33.4 32.1 51.7 49.6 79.0 280 348 421 625 589 881 864 1315 1262 2035 1954 3111

 8.9 11.0 13.4 19.8 18.7 28.0 27.4 41.8 40.2 64.6 62.0 98.7 349 435 526 781 736 1101 1080 1644 1582 2545 2440 3886

 0.8 1.0 1.2 1.8 1.7 2.6 2.5 3.9 3.7 6.0 5.8 9.2 0.8 1.0 1.2 1.8 1.7 2.6 2.5 3.9 3.7 6.0 5.8 9.2

 80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

400 8.6  339  5.4  212 

500 10.8  424  6.7  265 

Screen size

Item m inch

CP-X10000

CP-SX12000

Model

Aspect ratio
4:3

 0.8 0.9 2.0 2.4 2.3 3.5 3.5 4.6 4.6 8.5 8.1 15.0 31 37 78 95 92 137 139 183 180 334 319 590

 1.0 1.2 2.5 3.0 3.0 4.4 4.4 5.8 5.7 10.7 10.2 18.8 39 47 99 119 116 173 175 230 226 419 402 740

 1.5 1.8 3.8 4.6 4.5 6.6 6.7 8.8 8.7 16.1 15.4 28.3 60 72 149 181 176 261 266 347 343 633 607 1114

 2.1 2.5 5.1 6.1 6.0 8.9 9.0 11.8 11.7 21.5 20.6 37.8 81 97 200 242 237 349 356 464 460 846 812 1488

 3.1 3.7 7.7 9.3 9.1 13.3 13.6 17.8 17.6 32.3 31.1 56.8 123 146 302 364 357 525 537 699 693 1272 1233 2236

 4.2 5.0 10.3 12.4 12.1 17.8 18.2 23.7 23.5 43.1 41.5 75.8 165 196 404 487 477 701 718 934 926 1699 1633 2985

 5.2 6.2 12.9 15.5 15.2 22.3 22.8 29.7 29.5 54.0 51.9 94.8 207 245 506 609 597 877 899 1168 1160 2125 2044 3733

 0.5 0.6 1.2 1.5 1.5 2.2 2.2 2.9 2.8 5.2 5.0 9.2 0.5 0.6 1.2 1.5 1.5 2.2 2.2 2.9 2.8 5.2 5.0 9.2

CP-WX11000

Aspect ratio
17:10

10000 series

 80 1.6  64  1.2  48 

100 2.0  80  1.5  60 

150 3.0  120  2.3  90 

200 4.1  160  3.0  120 

300 6.1  240  4.6  180 

400 8.1  320  6.1  240 

500 10.2  400  7.6  300 

 80 1.8  69  1.0  41 

100 2.2  86  1.3  51 

150 3.3  129  1.9  76 

200 4.4  172  2.6  101 

300 6.6  259  3.9  152 

400 8.8  345  5.2  203 

500 10.9  431  6.4  254 

 0.9 1.0 2.1 2.6 2.5 3.8 3.8 5.0 4.9 9.2 8.8 16.2 34 40 84 103 100 148 150 198 194 361 345 636

 1.1 1.3 2.7 3.3 3.2 4.7 4.8 6.3 6.2 11.5 11.0 20.3 43 51 106 129 126 186 189 248 244 453 433 798

 1.7 2.0 4.1 5.0 4.8 7.1 7.3 9.5 9.4 17.3 16.6 30.5 65 78 161 195 190 281 287 375 370 683 655 1201

 2.2 2.7 5.5 6.6 6.5 9.6 9.8 12.7 12.6 23.2 22.2 40.8 88 104 216 262 255 376 384 502 496 913 876 1605

 3.4 4.0 8.3 10.0 9.8 14.4 14.7 19.2 19.0 34.9 33.5 61.2 133 158 326 394 385 566 580 755 748 1373 1318 2411

 4.5 5.4 11.1 13.4 13.1 19.2 19.7 25.6 25.4 46.5 44.7 81.7 178 211 436 526 514 756 775 1009 999 1832 1761 3218

 5.7 6.7 13.9 16.7 16.4 24.0 24.6 32.1 31.8 58.2 56.0 102.2 223 264 546 659 644 946 970 1262 1251 2292 2203 4025

 0.5 0.6 1.2 1.5 1.5 2.2 2.2 2.9 2.8 5.2 5.0 9.2 0.5 0.6 1.2 1.5 1.5 2.2 2.2 2.9 2.8 5.2 5.0 9.2

 1.4 1.7 2.0 3.0 2.8 4.3 4.2 6.4 6.0 9.8 9.6 15.3 55 68 80 119 111 167 164 250 238 385 380 601

 1.7 2.1 2.5 3.8 3.5 5.3 5.2 7.9 7.6 12.2 12.0 19.0 68 84 100 149 140 209 205 313 298 482 472 749

 2.6 3.2 3.8 5.7 5.3 8.0 7.8 11.9 11.4 18.4 17.9 28.4 101 125 150 223 210 314 308 469 449 724 703 1118

 3.4 4.2 5.1 7.6 7.1 10.6 10.4 15.9 15.2 24.6 23.7 37.8 134 167 200 298 280 419 411 626 600 967 935 1487

 5.1 6.3 7.6 11.3 10.7 16.0 15.7 23.9 22.9 36.9 35.5 56.5 200 249 300 446 420 629 617 939 902 1452 1397 2225

 6.8 8.4 10.2 15.1 14.2 21.3 20.9 31.8 30.6 49.2 47.2 75.2 266 332 400 595 560 838 823 1253 1203 1937 1860 2963

 8.4 10.5 12.7 18.9 17.8 26.6 26.1 39.8 38.2 61.5 59.0 94.0 333 414 501 744 700 1048 1029 1566 1505 2422 2322 3701

 0.8 1.0 1.2 1.7 1.6 2.5 2.4 3.7 3.5 5.7 5.5 8.7 0.8 1.0 1.2 1.7 1.6 2.5 2.4 3.7 3.5 5.7 5.5 8.7

 80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

400 8.6  339  5.4  212 

500 10.8  424  6.7  265 

Screen size

ItemModel

 80 1.6  64  1.2  48 

100 2.0  80  1.5  60 

150 3.0  120  2.3  90 

200 4.1  160  3.0  120 

300 6.1  240  4.6  180 

400 8.1  320  6.1  240 

500 10.2  400  7.6  300 

 80 1.6  64  1.2  48 

100 2.0  80  1.5  60 

150 3.0  120  2.3  90 

200 4.1  160  3.0  120 

300 6.1  240  4.6  180 

400 8.1  320  6.1  240 

500 10.2  400  7.6  300 

  80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

400 8.6  339  5.4  212 

500 10.8  424  6.7  265 

  80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

400 8.6  339  5.4  212 

500 10.8  424  6.7  265 

 80 1.6  64  1.2  48 

100 2.0  80  1.5  60 

150 3.0  120  2.3  90 

200 4.1  160  3.0  120 

300 6.1  240  4.6  180 

400 8.1  320  6.1  240 

500 10.2  400  7.6  300 

Model m inch

CP-WX4022WN

Aspect ratio
16:10

 2.6 4.3 103 171

 3.3 5.5 129 215

 5.0 8.2 195 323

 6.6 11.0 261 432

 10.0 16.5 393 650

 1.5 2.5 1.5 2.5

  80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

400 8.6  339  5.4  212 

500 10.8  424  6.7  265 

 80 1.6  64  1.2  48

100 2.0  80  1.5  60

150 3.0  120  2.3  90

200 4.1  160  3.0  120

300 6.1  240  4.6  180

 80 1.7  68  1.1  42 

100 2.2  85  1.3  53 

150 3.2  127  2.0  79 

200 4.3  170  2.7  106 

300 6.5  254  4.0  159 

Screen size

Type H(m) H(” ) V(m) V(” )

min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max.

fix min.       max. min.       max. min.       max. min.       max. fix min.       max. min.       max. min.       max. min.       max.

min.   max. min.   max.

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max. min.   max.

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

Throw ratio

P
rojection distance ⓐ

P
rojection distance ⓐ

P
rojection distance ⓐ

Throw ratio

min.   max. min.   max.

Throw ratio

Type H(m) H(” ) V(m) V(” )

24 25

Ⓗ x Ⓥ : Screen size
ⓐ :  Projection distance (from the projector's front panel to screen) (±10%)

Ⓥ

Throw ratio = a[m] / H[m]

Lens Specifications

Status monitor

2 x 
HDMIMonitor out

DVI-D HD Base T

RJ-45

USB Type A
Computer in

BNC x 5
Control (RS-232C)

Remote control in/out
Video

http://www.ivojo.co.uk/projector-manufacturer-list.php?o=mp&t=Hitachi

