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Changes for the Better
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crystal clear
Splay solutions

e ~
Precise colour reproduction and high brightness with SXGA+
\ Y,
4 N
New generation panel takes brightness to 3100Im Side Loading Lamp
The latest generation LCD panel with inorganic orientation film helps to The lamp may be removed from the side of the
produce a high brightness of 3100Im for crystal clear picture quality. HL2750U quickly and easily. This eliminates the need
The inorganic LCD panel also helps to extend the typical service life of to remove the projector from its installed position for
the projectors display panels, by making them more durable and easy lamp maintenance.
providing an increased colour consistent, even-toned image.
Security Anchor
Long Lamp Life - Maximum 5,000 Hours . )
9 pH ximu “ A robust key lock chain may be passed through the projectors hook,
Supported by our optimum design for light source lamp temperature this acts as a reliable anti-theft measure.
control, a maximum lamp life of up to 5,000 hours is achieved; helping
to reduce the overall running costs of this projector.
Optional Lenses
A range of optional lenses are available for the HL2750U to make
installation easy. Designed to meet specific requirements a short and
long throw option is available as well as a tele throw zoom lens.
3100 ANSI LUMENS
5000 HOUR LAMP LIFE |
S
600:1 CONTRAST RATIO SHEAE
. J

Mitsubishi Electric Europe B.V. Visual Information Systems Division, Travellers Lane, Hatfield, Herts AL10 8XB

Tel: 01707 278684 Fax: 01707 278541

www.mitsubishielectric.co.uk/vis email: projector.info@meuk.mee.com




PORTABLE SXGA+ PROJECTOR

HL2750U

Input and put Terminals

€ S-Video / Video input

@ PC / Component Video input (mini D-sub 15pin)
@ PC/Audio input

@ DVI-D (with HDCP) input

@ USB terminal for mouse control
( Serial RS-232C (D-sub 9pin)
@ LAN (RJ-45)

@ Video / Audio input

©) Security Anchor

@ Audio output

@ Monitor output

Replacement lamp

VLT-XL650LP

Option Lens Line-up

ecifications

Display technology

Throw ratio

Source lamp

Computer compatibility

Video compatibility

Digital keystone

PC input terminals

Power supply
Optional lamp

HL2750U

0.8” 3-LCD (with Micro Lens)

1400x1050 (total 1,470,000 pixels)

3100Im

600 : 1 (on/off)

f=24-29mm, F1.7-1.9

1.47-1.77

9up : 1down (No variable lens shift)
40"~300” (100"=3.0~3.6m)

220W (Shut Off Time 5000Hrs) with Low Mode
261W (Shut Off Time 2000Hrs) with Standard Mode

640x480 ~ 1600x1200
True: 1400x1050, Sync on green available

NTSC/NTSC4.43/PAL(including PAL-M, N)/SECAM/PAL-60,
Component Video: 480i/p(525i/p), 576i/p(625i/p),
720p(750p 50/60Hz),1080i(1125i 50/60Hz),

1080p(1125p 50/60Hz), SCART(RGB+1V sync)

Vertical: MAX +/- 35 deg, Horizontal: MAX +/- 25 deg

PC: Mini D-sub 15pinx2, DVI-D(with HDCP)x1,

Audio: Stereo mini(#3.5)x2

Video: RCAx1, S-VIDEOx1, Audio: RCA(L,R)x2

Monitor Out: Mini D-sub 15pinx1,

Audio: Stereo Mini(#3.5)x1

LAN(RJ-45)x1(for projector control), RS-232C(D-Sub 9pin)x1,
USB terminalx1(for mouse control)

3W mono

333x125x272mm / 13.0x4.9x10.7inch (excluding height adjustment)
4.9kg /10.8lbs

AC100 - 240V, 50/60Hz

VLT-XL650LP

Short Throw Zoom Lens Long Throw Zoom Lens
OL-XL2550MZ

OL-XL2550LZ

Tele Throw Zoom Lens
OL-XL2550TZ

*All brand names and product names are trademarks, registered trademarks or trade names of their respective holders.
*Compliance with 1ISO21118-2005

Screen size and Projection distance

.+
Manual (1.5x)
f=48-74mm F2.2-2.7

Zoom / Focus
Projection Lens

Manual (1.3x)
f=29-37mm F1.7-2.0

Manual (1.5x)
f=32-48mm F2.2-2.8

As seen from the side

I

HL2750U

Lw~Lt

Top view Bottom view Nomal Lens / Screen size chart (4:3 aspect ratio)
333.4 2725
- 132.5 K Height l:(rﬁL‘E)cted
S 80 57 Diagonal size Width (W) Height (H) Maximum Zoom | Minimum Zoom | il
P inch cm inch cm inch cm inch m inch m inch cm
T T 40 | 102 32 81 24 61 46 | 12 56 | 1.4 24 6
° R 60 152 48 122 36 91 70 1.8 85 22 3.6 9
T uu'; 80 203 64 163 48 122 94 2.4 114 29 4.8 12
< . ° 3 100 254 80 203 60 152 118 3.0 142 3.6 6.0 15
ﬁ g 150 381 120 305 90 229 177 45 215 5.5 9.0 23
o « 200 508 160 406 120 305 237 6.0 287 7.3 12.0 31
250 635 200 508 150 381 297 7.5 359 9.1 15.0 38
° 300 762 240 610 180 457 357 9.1 - - 18.0 46
J{P TOLES FOR Option Lens / Screen size chart (4:3 aspect ratio)
| s\ HANGER (3PLACES) OL-XL2550MZ OL-XL2550LZ OL-XL2550TZ
[bos5 \M4DEPTHB
Diagonal Maximum | Minimum Minimum Maximum | Minimum
size Zoom Zoom Zoom Zoom Zoom
inch | em [inch| em [inch| em [inch| m [inch| m [inch| em [inch| m [inch| m [inch| em [inch| m [inch| m [inch| em
40102] 32| 81| 24| 61| 55| 14| 71|18 2a] 6 |- | -[-|-[ -[-[-[-[-[-]-]-
60 |152| 48|122| 36| 91| 84| 21108|27| 36| 9 | 92| 24[144| 37[ 36 9 [139] 36[218] 55 36 9
80 /203 | 64163 48 122|113 | 29145 |37 | 48| 12 |124| 32193 | 49| 4.8 12 [ 187| 48| 292| 7.4| 48] 12
100 | 254 | 80203 | 60 152|142 | 36182 | 4.6 | 6.0 15 |155| 40242 | 62| 6.0| 15 [ 235( 6.1( 366| 93| 6.0[ 15
T 150 | 381120 305| 90 |229 |214 | 54274 | 6.9 | 9.0| 23 |234| 6.0 365 | 9.3| 9.0| 23 | 356| 9.2| 551(14.0| 9.0| 23
- Front view Side view . 200 | 508 | 160 | 406 | 120 | 305 | 285 | 7.3 | 366 | 9.3 [12.0 | 31 |313| 8.1|487 [12.4|12.0| 31 | 476 [12.3| 737 |18.7|12.0| 31
Unit:mm 250 | 635 | 200 | 508 | 150 [381 [357 | 9.1| - | - [15.0( 88 [392[101| - | - |150| 38 |506[154| - | - [150] 38
300 | 762 | 240| 610 | 180 | 457 [ 429 [109| - | - |180] 46 |471[124] - | - [180] 46 [717]185] - | - [180] 46

The above numbers are approximate, and may be slightly different from the actual measurements.
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