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LDT462V 46" LCD Monitor

Leading the Evolution of High Impact 
Public Display Monitors
■  Advanced high-definition public display monitor
■  Full HD 1920 x 1080 native resolution
■  Designed for 24/7 usage 
■  Energy star compliant
■  Multiple screen saver functionality
■  Intel® OPS-compatible slot
■  Programmable scheduling
■  Built-in speakers (10W+ 10W)
■  Landscape and portrait mode

Message boards | Video conferencing | Classroom presentations | Retail kiosks | Digital advisements

http://www.ivojo.co.uk/plasma-and-lcd.php?app=Commercial
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CLaSS 46” (Diagonal) LCD Monitor

VIEWaBLE IMagE SIZE 40.1” x 22.5”

NaTIVE  RESoLUTIoN 1920 x 1080 (1080P)

oRIENTaTIoN Landscape / Portrait

BRIgHTNESS/LUMENS 400 cd/m2

pIxEL pITCH 0.530 mm

CoNTRaST RaTIo 4000:1

DIMENSIoNS 
(W x H x D in.) 

43.0” x 25.4 x 4.7” (without stand)

WEIgHT
(WITHoUT STaND)

54.9 lbs. 

BEZEL WIDTH 1.39”

RESpoNSE TIME 6.5 ms (gray to gray)

VIEWINg aNgLE Horizontal and vertical: 178O 

poWER CoNSUMpTIoN
(WITHoUT SpEakERS)

126 (Default Setting)

ESTIMaTED BaCkLIgHT LIfE Up to 50,000 hours*  

aUDIo SpEakER Built-in, 10W

TaBLE STaND Optional: ST-422V

WaLL MoUNT 
CoMpaTaBILITy

Optional: 947AB, 948AB

WaRRaNTy 3-years parts and labor, Express 
Replacement Assistance, toll-free 24x7 
technical support

*Results may vary depending on usage and operating environment

MITSUBISHI
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MITSUBISHI ELECTRIC VISUaL SoLUTIoNS aMERICa, INC. 
Toll Free: 888.307.0349
www.mitsubishi-presentations.com

Canada
Mitsubishi Electric Sales Canada Inc.
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Phone: 905.475.7728
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LDt462V
46” LCD Monitor

multiple standard input and output connectors

 

Optional Stand:
ST-422V

LITLDT462V

Pr Pb Y

IN IN

OUT ROUTLMain Power Switch

1. AC IN (3-pin, with earth terminal)
2. RS-232C connector (D-SUB 9-pin)
3. LAN connector
4. D-SUB OUT
5. DVI-D IN
6. D-SUB IN
7. HDMI IN

8. YPbPr IN
9. AUDIO IN
10. VIDEO INPUT/OUTPUT

•	 S-VIDEO IN
•	 VIDEO IN: BNC connector
•	 VIDEO OUT: BNC connector 

11. AUDIO OUT (RCA)
12. EXTERNAL SPEAKER TERMINAL
13. Speaker switch
14. Option slot

Left Side
Rear Panel
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Optional HD-SDI Box
DP-1SDI-3G

CLASS 46" (Diagonal) LCD Monitor

VIEWABLE IMAGE SIZE 40.1" x 22.5"

NATIVE RESOLUTION 1920 x 1080 (1080P)

ORIENTATION Landscape / Portrait

BRIGHTNESS / LUMENS 400 cd/m2

PIXEL PITCH 0.530 mm

CONTRAST RATIO 4000:1

DIMENSIONS (W x H x D in.) 43.0" x 25.4" x 4.7" (without stand)

WEIGHT (WITHOUT STAND) 54.9bs.

BEZEL WIDTH 1.39"

RESPONSE TIME 6.5 ms (gray to gray)

VIEWING ANGLE Horizontal and vertical: 178º

POWER CONSUMPTION (WITHOUT SPEAKERS) 126 (Default setting)

ESTIMATED BACKLIGHT LIFE Up to 50,000 hours*

AUDIO SPEAKER Built-in, 10W

TABLE STAND Optional: ST-422V

WALL MOUNT CAPABILITY Optional: 947AB, 948AB

WARRANTY
3-years parts and labour, Express replacement assistance, Toll-free 24x7 
technical support

LDT462V 46" LCD Monitor

Multiple Standard Input and Output Connectors

* Results may vary depending on usage and operating environment
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Optional HD-SDI Box
DP-1SDI-3G

1. Power in (3-pin with earth terminal) 6. D-sub in S-video in 13. Speaker switch

2. RS-232C connector (D-sub 9 Pin) 7. HDMI in Video in: BNC connector 14. Option slot

3. LAN connector 8. YPbPr in Video out: BNC connector

4. D-sub out 9. Audio in 11. Audio out (RCA)

5. DVI-D in 10. Video input / output 12. External speaker terminal


