
Bright Images, Versatile Installation, 
Flexible Usage For Professional Use

External dimensions (unit: inch) 

Terminals

PLC-WM5500/L
PLC-WM4500/L

WXGA Multimedia 
Portable Projector
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DIAMETER DEPTH 
MAX 0.39 inch 

Specifications
Product Number 
System 

LCD Panel 

Projection Lens 
 
Light Source 
Screen Size  (Projection Distance) 
Color Reproducibility (When projecting video signal) 
Contrast Ratio (Full On / Full Off) *1 
Brightness *1 
Uniformity 
Audio Output and Speaker 
Scanning Frequency (Input) 
Resolution (resizing) (when using RGB signal) 

Terminals  
 
Graphical Output 
Audio Input / Output 
Controller Input/Output, and Other 
Operating Temperature 

Power Consumption 
 
Power Source 
Dimensions 
Weight 
Main Accessories 

330 W

406 W / 490 W (Eco / Normal) Standby: 0.4 W / 22 W (Eco / Network)
385 W / 460 W (Eco / Normal)  Standby: 0.6 W / 24 W (Eco / Network)

275 W

353 W / 420 W (Eco / Normal) Standby: 0.4 W / 15 W (Eco / Network)
336 W / 397 W (Eco / Normal) Standby: 0.6 W / 17 W (Eco / Network)

Size
Pixel Count

PC Input
Video Input

100-120 V
200-240 V

RGB liquid crystal shutter projection system
0.75 inch x 3 (inorganic), Aspect Ratio 16:10

1,024,000 (1280 x 800) x3, Total pixels 3,072,000

40" - 400":  1.4 - 80.1 ft, 100": 11.8 - 19.7 ft (Projection distance varies depending on the lens)
Full color (1.07 billion colors)

800:1

90%   
7 W mono (4 cm (circular) x1)

Horizontal: 15 - 100 kHz, Vertical: 48 - 100 Hz , Dot Clock: 140 MHz or less
1280 x 800 dots (WUXGA dot resizing possible)
• Analog RGB input (x 2); D-sub 15; BNC 5-type

• Digital input (x 1); HDMI x 1 (V. 1.3a with Deep Color)  • Video input (x 3); BNC 3-type (VIDEO/Y-Pb/Cb-Pr/Cr), RCA 3-type (VIDEO/Y-Pb/Cb -Pr/Cr), S-video   
• Analog RGB (x 1); D-sub 15 *2   

• Audio input ; Stereo mini jack x2, RCA (stereo L (mono), R) x 1    • Audio output; Stereo mini jack x1   
• Wired remote control connection terminal; Mini jack x1   • Wired LAN; RJ45 (10Base-T / 100Base-TX)   • Control port (x 1); D-sub 9   • USB terminal; type B x 1 *3

41 - 104 oF    

AC 100 - 240 V, 50/60 Hz
19.3” (w) x 6.5” (h) x 17.1” (d) (PLC-WM5500 / WM4500),  19.3” (w) x 6.5” (h) x 14.6 (d) (PLC-WM5500L / WM4500L)

Removable power cord x1, D-sub 15 cable x1, PIN code-locking label, Quick reference guide, Owner's manual (Quick Manual & CD-ROM), Remote control x1 (AAA battery x 2)
21.4 lbs. 19.6 lbs. 20.5 lbs. 18.7 lbs.

PLC-WM4500 PLC-WM4500LPLC-WM5500LPLC-WM5500

Replacement Lamp Type No. : 610 346 9607 (WM5500 / L), 610 347 5158 (WM4500 / L)
*1 Measurement, measuring conditions, and method of notation all comply with ISO 21118 international standards. Measurement method/conditions are based on Appendix 2.  *2 For analog signals only. Partial restriction is set up for output signals. Not all types of input signals are 
supported.  *3 USB interface does not guarantee that every USB device is compatible.  * All product names and company names are trademarks or registered trademarks of their respective companies.  * Product appearance and specifications are subject to change without notice.     

5,500 lumens

Optional lensPower-driven zoom (1 - 1.7x), 
f = 1.1” to 1.8”, F = 1.7 to 2.3

Power-driven zoom (1 - 1.7x),
 f = 1.1” to 1.8”, F = 1.7 to 2.3 Optional lens

4,500 lumens

 
Multimedia Projector

PLC-WM5500/PLC-WM5500L Brightness of 5,500 lumens

Brightness of 4,500 lumens
WXGA

PLC-WM4500/PLC-WM4500L

Throw Ratio

H1:H2
W1:W2

2.0

1:1(Fixed)
1:1(Fixed)

0.8:1

0.51

4.00
2.38

ftThrow distance

* Apporoximate projection distances are calculated based on lens specifications. Individual lenses may diverge from 
   this fiqure by up to 5% due to slight variations in lens size and shape.

Fixed Wide Tele Wide Tele Wide Tele Wide Tele

1.8-2.3

11:-1 - -1:11(approx.)
3:2-2:3(approx.)

1.3-1.7:1

0.80-1.09

4.53
2.64

ft

1.7-2.3

11:-1 - -1:11(approx.)
3:2-2:3(approx.)

1.7-2.8:1

1.06-1.79

3.68
1.87

ft ft ft

1.8-2.3

11:-1 - -1:11(approx.)
3:2-2:3(approx.)

2.8-4.6:1

1.80-2.91

3.48
2.60

1.8-2.3

11:-1 - -1:11(approx.)
3:2-2:3(approx.)

4.6-7.2:1

2.91-4.61

3.48
2.64

inch
40
60
80
100
120
150
200
250
300
350
400

2.11
3.26
4.41
5.56
6.71
8.43
11.31
14.18
17.05
19.93
22.80

3.6
5.2
7.2
8.8
10.8
13.3
17.8
22.3
26.8
31.5
35.8

4.6
6.9
9.5
11.8
14.4
18.0
24.0
30.2
36.4
42.3
48.6

4.6
6.9
9.2
11.8
14.1
17.7
23.6
29.5
35.4
41.3
47.2

7.9
11.8
15.7
19.7
24.0
29.9
40.0
49.9
60.0
70.2
80.1

7.9
11.8
15.7
19.7
24.0
29.9
40.0
49.9
60.0
70.2
80.1

12.5
19.0
25.6
32.2
38.7
48.6
65.0
81.4
97.8

114.2
130.6

12.5
19.0
25.6
32.2
38.7
48.6
65.0
81.7
98.1
114.5
130.9

20.0
30.5
41.0
51.5
61.7
77.4

103.7
129.6
155.8
181.8
208.0

Throw Distance: unit (ft) (Aspect ratio horizontal:vertical = 16:10)

Part Number

Type

Image

LNS-W21 LNS-W20 LNS-S20 LNS-T20 LNS-T21

Short Fixed Lens Short Zoom Lens Standard Zoom Lens Long Zoom Lens Long Zoom Lens

Zoom / Focus
Focal length (inch)
F value
lens aperture(inch)
Lens weight (lbs)

Projection
light axis

Fixed / Power x1.3 / Power x1.7 / Power x1.6 / Power x1.6 / Power
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