TOSHIBA

; 0 ; l 2,000 ANSI-lumens
ion camera

For bright moments
iIN a mobile life.
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Display

Resolution
Brightness

Colour reproduction
Contrast

Projection format
Lamp

Max. lamp Life

Zoom ratio

Throw ratio
Frequencies (hor./vert.)
Lens

Projection

Digital keystone correction
Picture size (diagonal)
Projection distance

Input signal

Inputs

Outputs

Serial interface

Power supply
Loudspeaker
Dimensions (W x H x D)
Weight

Specials

Accessories

Options
Projection camera (s71)

3 x 0.7” LCD (MLA)

SVGA 800 x 600

2,000 ANSI-lumens

16.7 mio. colours

400:1

4 :3 switchable to 16:9

165 W /135 W in ECO mode (TLPLV2LAMP)
up to max. 3,000 hours /

up to max. 4,000 hours in ECO mode

1.19 x

1.82 - 2.16:1

15 - 93 kHz / 50 - 85 Hz
F=18-21/f=26.5-31.5 mm,

manual zoom, focus

front, rear and ceiling

vertical +/- 15°

0.8m-7.6m

1.4m-11.0m

NTSC/PAL/SECAM, HDTV&DTVi,

VGA/SVGA, XGA/SXGA/UXGA (comp.)

RGB (D-sub 15), video (RCA, S-video)

audio (stereo mini jack)

monitor (RGB)

RS-232C (mini DIN 8pin)

AC 100-240V, 50/60 Hz

integrated

s70: 303 x 84 x 206 mm / s71: 358 x 84 x 206 mm
s70: 2.2 kg / s71: 2.7 kg

ECO mode, Micro Lens Array (MLA),
detachable projection camera (s71)

remote control with batteries, owners manual
(CD ROM), RGB- and power-cable, softcase,
lens cap

ceiling-mounting (for s70), trolley, spare lamp
1/4,2” CCD, 629.856 pixels, F=2.8 /f=2.8 mm,
manual zoom and focus
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Benefits

¢ A brightness of 2,000 ANSI-lumens
ensures excellent quality images
even in poor lighting conditions

* The detachable projection camera
caters to flexible projections

* ECO mode reduces the operating
noise and protects the lamp

¢ Good device for newcomers
because of easy handling

¢ Outstanding price- performance ratio
¢ Auto image set-up

Projection distance (in meters)

9.73

6.50 - 7.80
3.20 - 3.90
1.90 - 2.30
1.26 -1.52

Picture size (diagonal in meters)
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