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Enjoy high-quality presentations in challenging environments 
trouble-free with the new EB-D6155W and EB-D6250 dust-proof 
projectors.

Designed to withstand extreme conditions, these robust projectors are ideal for 
organisations based in locations where dust and sand are a constant issue. The 
projectors are also suitable for public displays in large enclosed spaces such as 
factories, clubs, arenas, education establishments and churches.

The exhaust shutter system automatically closes when the projector is not in use, 
while the optical engine is encased in glass, providing enhanced protection. The 
electrostatic filter can last up to 10,000 hours before replacement and an easy-
access E-TORL lamp runs for up to 4,000 hours, ensuring low maintenance and 
total cost of ownership.

The EB-D6155W delivers a high White and Colour Light Output of up to 3500 
lumens and WXGA (1280 x 800) resolution, enhanced by 3LCD technology, to 
provide superb quality, widescreen images. The EB-D6250 delivers images up to 
4000 lumens with XGA (1024 x 768) resolution. Both projectors are supported by 
a high-performance 5W integrated speaker and come with HDMI connection for 
top-quality digital images and sound through a single cable.

The projectors are straightforward with a series of advanced features for easy 
installation, multiple input capabilities, a split-screen function and optional Wi-Fi. 
Users can liven up their presentations with direct connection to the ELP-DC06 
document camera for close-up object visualisation.

5W

Epson EB-D6155W & EB-D6250

KEY FEATURES

•	Electrostatic	dust	filter

•	Automatic	exhaust	shutter

•	HDMI	connection

•	High	Colour	Light	Output

•	Optional	wireless	connectivity

WiFi
Optional

EASY
MP



PRODUCT SPECIFICATIONS
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EB-D6155W EB-D6250

PROJECTION TECHNOLOGY
LCD panel

3LCD Technology
 0.59-inch (15mm) with MLA (D8) 0.63-inch (16mm) with MLA (D7)

RESOLUTION WXGA - 1280 x 800 (16:10 aspect ratio) XGA - 1024 x 768 (4:3 aspect ratio)

WHITE LIGHT OUTPUT Normal / Eco 3,500 / 2,800lm 4,000 / 3,200lm

COLOUR LIGHT OUTPUT 3,500lm 4,000lm

CONTRAST 2000:1

SCREEN
Size (zoom:wide)
Size (zoom:tele)
Projection distance

29 - 280 inches (0.84 - 8.44m) 
29 - 280 inches (1.39 - 13.70m) 

0.84 to 8.44m

30 - 300 inches (0.82 - 8.53m) 
30 - 300 inches (1.35 - 13.85m) 

0.82 to 8.53m

THROW RATIO 1.38 (Zoom:Wide), 2.24 (Zoom:Tele)

ZOOM RATIO 1 - 1.6

KEYSTONE CORRECTION Manual vertical and horizontal ± 30°

LENS TYPE
F-number
Focal length
Offset
Focus

1.51-1.99
18 - 29mm

10:0
Manual 

1.51-1.99
18 - 29mm

8.6:1
Manual

LAMP
Life (Normal / Eco) 
Type

3,000 / 4,000 hours
275W UHE (E-TORL)

CONNECTIVITY
Video input
Audio input
Computer input
Control input
USB memory device input
Epson USB visualiser input
Computer output
Audio output

1 x RCA, 1 x S-Video, 2 x Component (D-sub 15-pin), HDMI x 1
2 x Stereo mini-jack

2 x Component (D-sub 15-pin), HDMI x 1
1 x RS-232C (D-sub 9-pin), 1 x LAN (RJ45)

1 x USB 2.0 type A
1 x USB 2.0 type A
1 x D-sub 15-pin

1 x Stereo mini-jack

ADVANCED FEATURES
Security
Operation
EasyMP features

Air filter

Padlock & security cable hole, kensington lock
Direct power on/off, instant off

EasyMP Network Projection, EasyMP Project and Control, EasyMP Slideshow, EasyMP 
Quick Wireless Connection 

High efficiency air filter

LANGUAGES English/French/German/Italian/Spanish/Catalan/Portuguese/simplified Chinese/traditional 
Chinese/Dutch/Danish/Polish/Hungarian/Czech/Romanian/Slovenian/Norwegian/Swedish/

Finnish/Russian/Ukrainian/Greek/Turkish/Arabic/Croatian/Slovak/Bulgarian/Hebrew

NOISE LEVEL (Normal / Eco) 39dB / 33dB

SOUND 5W speaker

WEIGHT Approx. 9.7lbs. / 4.4kg

DIMENSIONS (W x D x H) 450 x 274 x 114mm

POWER CONSUMPTION
Normal / Eco
Standby

380W / 311W
0.38W

WARRANTY 3 year next day, onsite repair or replace, 1 year on lamp

PRODUCT LOGISTICS

PROJECTOR MODEL EB-D6155W EB-D6250

SKU CODE

BARCODE

WHAT’S IN THE BOX Power cable, computer cable, remote control and 
batteries, password protect sticker, user’s manual set

GROSS WEIGHT 7.62kg

CARTON DIMENSIONS (L x W x H) 545 x 496 x 263mm

Epson EB-D6155W & EB-D6250

OPTIONAL ACCESSORIES

•	Spare Lamp
    V13H010L64  (ELPLP64)

•	Air Filter
 V13H134A30  (ELPAF30)

•	 USB Document Camera
 V12H321003  (ELPDC06) 

•	 Ceiling Mount  
 V12H003B23 (ELPMB23)

•	 Ceiling Pipe 450mm  
 V12H003P13 (ELPFP13)

•	 Wireless LAN Unit 
 V12H418P13 (ELPAP07)

•	 Quick Wireless Connection USB key
 V12H005M08 (ELPAP08)

EB-D6250 with exhaust shutter system

Exhaust shutter system ON

Exhaust shutter system OFF

Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners.  
Product information is subject to change without prior notice.

For more information please contact:

Telephone: 0871 222 6702 (UK)+
 01 436 7742 (Republic of Ireland)
E-mail: enquiries@epson.co.uk
Chat: etalk.epson-europe.com
Fax:  0871 222 6740

Web: www.epson.co.uk
 www.epson.ie

+  Calls cost 10p per minute plus network extras.
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